WARTUNGSANLEITUNG MAINTENANCE MANUAL

charlottenburg | ch600

DEMONTAGE DEMOUNTING

TECHNISCHE DATEN CE AUSTAUSCHBARKEIT
TECHNICAL DATA REPLACE ABILITY
A A

Hersteller Manufacturer: mawa @ @ @
Artikel-Nummer Article Number: ch600 i Q Ny N @ O

o N X2
Spannung Voltage: 220 - 240V &
Netzfrequenz Power freq.: 50/60 Hz %’
Schutzklasse Protection class: I
Schutzgrad Degree of protection: P20
Leuchtmittel Light source: UL 5x LED-Modul Standard L14, Ra 90
(Uplight, Downlight) DL 1x LED Modul /Ra > 90 (typ. 92)
Leistungsvarianten (pro Leuchtmittel) uL 6W 500 mA V23V
Performance variants (per light source): DL 27W 700 mA V18V
Dimmung Dimming: phasenan- und -abschnittdimmbar (-7) @ ﬂ

Leading /Trailing Edge Dimmable

Anschlussleistung Connected load: 47 W

M weare pleased that you have decided in favour of mawa. Irrtiimer und technische Anderungen vorbehalten. Subject to errors and technical change. | www.mawa-design.de TDO010193 | 05/11/2025 1



WARTUNGSANLEITUNG MAINTENANCE MANUAL

charlottenburg | ch600

DEMONTAGE DEMOUNTING

M weare pleased that you have decided in favour of mawa. Irrtiimer und technische Anderungen vorbehalten. Subject to errors and technical change. | www.mawa-design.de TDO010193 | 05/11/2025 2



WARTUNGSANLEITUNG MAINTENANCE MANUAL

charlottenburg | ch600

DEMONTAGE DEMOUNTING

6 A 7
4]

® 9
® 0@ O ook QP

LED und EVG Austauschanleitung
@ LED and Driver Replacement instructions
TD0O00383
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